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GUIDANCE HRRR 2013  MONTGOMERY | 13

1. Install snowplowable, bi-directional yellow pavement markers spaced at 80 feet (excluding the curves where
spacing shall be 40 feet) along the centerlines of Route 01861 from log mile 6.87 to log mile 7.09.

2. Install enhanced flatline thermoplastic 4" single solid white edgelines and an enhanced flatline thermoplastic
4" double solid yellow centerline along Route 01861 from log mile 6.87 to log mile 7.09. The proposed striping
shall be installed in accordance with the existing striping.

3. Remove and replace one (1) existing Stop Ahead sign located on Route 01861 approximately 590 feet north
of the intersection of Route 01861 and State Route 13 with two (2) Stop Ahead (W3-1) (36"x36") sign with 2"
strips of yellow retroreflective sheeting mounted on the posts facing southbound traffic on either side of Route
01861. (See Figure 14 - Inset 2)

4. Remove and replace one (1) existing (45 MPH) Speed Limit sign located on Route 01861 approximately 260
feet north of the intersection of Route 01861 and State Route 13 with one (1) (45 MPH) Speed Limit (R2-1)
(36"x36") sign facing northbound traffic on the east side of Route 01861.

5. Remove, replace and relocate one (1) existing STOP sign located on Route 01861 at the intersection of Route
01861 and State Route 13 with one (1) STOP (R1-1) (36"x36") sign with a 2" strip of red retroreflective
sheeting mounted on the post facing southbound traffic on the west side of Route 01861, and install a
thermoplastic 23' long and 24" wide stop line and eight (8) snowplowable, bi-directional white pavement
markers on the north side of the stop line on Route 01861. (See Figure 14 - Inset 1) (Existing Street Name signs
to be reused and mounted above the proposed STOP sign.)

6. Install one (1) STOP (R1-1) (36"x36") sign with a 2" strip of red retroreflective sheeting mounted on the post
facing southbound traffic on the east side of Rk
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EXISTING GROUND MINERAL AGGREGATE BASE
@ ITEM NO. 303-01 MINERAL AGGREGATE, TYPE A BASE,
GRADING D ROADWAY e 10.00" THICK

TANGENT SECTION MINERAL AGGREGATE BASE
FROM THE INTERSECTION OF ROUTE 01861 AND PALMYRA ROAD TO 100 FEET ITEM NO. 303-01 MINERAL AGGREGATE. TYPE A BASE
WEST OF THE INTERSECTION GRADING D SHOULDER e 11.75" THICK

(BASED ON STD. DWG. RDO1-TS-1)
BITUMINOUS BINDER 2.00" THICK (APPROX. 226 LBS/S.Y.)

ITEM NO. 307-01.08 ASPHALT CONCRETE MIX (PG64-22) (BPMB-HM)
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EXISTING GROUND

TANGENT SECTION
FROM 100 FEET WEST OF THE INTERSECTION OF ROUTE 01861 AND PALMYRA
ROAD TO 165 FEET WEST OF THE INTERSECTION
(BASED ON STD. DWG. RDO1-TS-1)
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